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Plug and play

We use IP68 fully moulded
connectors and very low profile
weighing controller enclosures
on a digital CAN electronics
network for ease of installation,
set-up, calibration and

Fits all lifter makes

Enviroweigh installs to all makes
and types of standard wheeled
bin liffing hoists which includes:
Otto, Zoeller, Dennis Beta

lift, Terberg, LinkTip, Incomal,
Geesink Norba, Heil, NTM,

ENVIROWEIGH™ - BRITISH bin weighing at its best

OIML R60 & R51
ACWI

VWS weighing loadcells are
made in the UK and individually
approved to OIML R60.
Loadcells conform to R51 and
are rated to 2 tonnes each.

Quality assured

VWS uses the best quality
materials and parts produced to
QA BS 9001.2008. VWS is no
ordinary engineering company;
we design, manufacture, install
& we service all our systems

Hexible

Customer identification

Data tags & options

A selection of read only and
read-write RFID data tags in low,
medium and high frequency
band widths are fitied as
standard. 1D options fo suit all
waste requirements are available.

Adapatoble | Data solutions
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Flexibly manipulate
data

We offer a host of data
collection, transfer and
manipulation solutions for new
or existing IT infrastructures,
whether a stand alone system
for one truck or a centrally

For all operations

Enviroweigh is suitable for

all types of waste recycling
operations collecting all kinds of
wastes in wheeled bins, whether
on multi-bin domestic collections
or multi-site trade rounds.

Nationwide service

Qur service team installs and
calibrates systems anywhere in
the UK. We've more dedicated
onboard weighing engineers
than anyone else, we can
service any make or type of

controlled system managing onboard weighing system.

dozens of trucks.

diagnostics. Garwood, Ecoprocess, eifc. speciically for waste operations.

The ENVIROWEIGH™" modular connection system uses 1P68 fully
waterproofed connectors and low profile controller enclosures. It's

Optional tag reader
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OIML ENVIROWEIGH
| LOADCELLS WITH INBUILT
management devices. “ CES WITH IN
M3505 ONBOARD |

- WEIGHT CONTROLLER TAG READERS

ENVIROWEIGH ~ comprises; M3505S weighing controller, weighing loadcells, a weighing == (o

module, an input/output control module, an RFID control module, RFID tag readers and a choice
of optional or bespoke peripherals.
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Radio frequency identification (RFID) tags or micro chips are fitted to the bin. The bin tag is read
by o tag reader installed to the lifting comb. Enviroweigh identifies and reads a unique number,
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TO DATA STORAGE,

thus validating the bin prior fo lifting and emptying. TELEMETRY AND PRINTER

Standard system schematic
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M350S weighting controller

Primary bin strike
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ENVIROWEIGH™

Enviroweigh is a wheeled bin weighing and bin

Identify and record bin data

An industry standard tag reader replaces a tooth
on the lifting hoist and reads the wheeled bin
mounted chip number. This identifies and verifies

" M12 Bin positon

prowimity sensor
Not always presen,
con be o com plate

identification system installed to the bin lifting

. Clomp bar - restrains
The bin info position

hoist of RCVs. Two and four wheeled bins are
the customer, bin and materials. Transactions, weighed independently and dynamically (whilst

time and date are stored on the memory card moving) during the normal lift cycle without
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or optionally transferred telematicaly. VWS slopping. This means two weighing systems - one

RFID (radio frequency
idenification) tag reoders
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Weighing loodcells

supply the right tag for the job and assist on each lifting ‘chair’ side-by-<side are capable

with bin tag fitting and roll outs. of weighing two different domestic bins with

— different weights or a four wheeled trade bin. o

Bin present sensors

liing comb forms the
active hall of the chair

Each truck can differ, the key elements are
. illustrated opposite. 4
aw.co.uk



