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Features

o Simplified Installation - assembly can be installed before load cell.
* No separate jacking necessary - built in feature.

o All stainless steel construction - for maximum durability.

* Self correcting and levelling load plate - for easier installation.

* Anti-lift protection - no need to use additional constraints.

* Available with a fully welded stainless steel IP68 load cell - maximum ingress protection.
* Hygienic design - no bug traps.

* Five Year Guarantee.

* (CE Approval.

* Capacities from 250 kg to 2,500 kg.

* Option - ATEX & 111 GD EEx ia IIC Té.

* Option - Digital load cell.

* Qverload stop.

Description

The Clevermount is designed for tough industrial weighing applications. It is ideally suited for weighing vessels, hoppers
or tanks where hygiene is the priority. The assembly ensures precise, reliable and safe operation and when combined with
the fully welded and sealed Ultra Shear Beam load cell, provides the preferred solution for weighing in harsh
environments. The unique design can be installed with ease and facilitates load cell removal without the need fo jack the
vessel. The assembly’s clever design accommodates angular and vertical misalignment and provides anti-lift profection.



THE CLEVERMOUNT ASSEMBLY

Technical Information

The Clevermount is designed for weighing vessels, hoppers and tanks in extremely harsh environments. Manufactured from cast stainless steel it is ideal for chemical,
food, pharmaceutical or other applications where conditions can be severe. The assembly ensures that the vessels are securely mounted in position via two stainless steel
plates. Load is transferred to the load cell through a hardened spherical bearing that will permit misalignment whilst minimising side forces. The vessel is supported
during installation with or without the load cell located. Normally the anti-lift feature of the design eliminates the need for tie bars or stay rods. The Clevermount is
intended to be used with the Ulira range of fully welded stainless steel shear beams. (IP68.)

SECTION GUIDE BY PART NUMBER

Capacity Stainless Assembly Stainless Assembly
and Ultra Shear Beom Only CABLE: 6 METRES, 4 CORE SCREENED.
250 kg AW350/00250 The load cells can be supplied CENELEC / ATEX approved to: ATEX & 111
500 kg AW350/00500 GD EExia IIC T6.
1000 kg AW350/01000 AWI350/00000 For certified product replace the last digit of the part number with an X' iLe.
2000 kg AW350/02000 AW350/0100X,
2500 kg AW350/02500
All units in mm
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* To allow for lateral adjustment
use fixing dimensions:
Top Plate - 110 mm centres
Base - 160 x 72 mm
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In the interest of continued product development, Applied Weighing reserves the right to alter product specifications without prior notice.
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